
Minimum Installation Clearances (with flue shield) mm Hearth Clearances (mm)
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160 360 300 130 190 320 645 500 835 960 1340 640 1160

Standard KWF298-7005

Energy Saver KWF298-7006

Flue kits are tested to AS/NZS2918 Appendix F report no. 02/649.

KWF295-6951

F E A T U R E S

 • Clean air approved mid-size radiant wood fire

 • Heat is emitted directly and warms all objects in its 
path before heating the air

 • Ideal for draughty homes or higher ceilings

 • Traditional matt black design, 6mm steel

 • Vermiculite brick lined firebox

 • Multi-burn firebox helps glass remain clear

 • Steel plate top for cooking use

S P E C I F I C A T I O N S

 • Estimated maximum heat output: 18kW

 • Heats area up to 210m² (typically up to four 
standard rooms)

 • Average emission rate: 0.98g/kg

 • Overall average efficiency: 66% 

 • ECAN Authorisation No. 144661

 • Rural airslide available (KWF299-7128) 18kW 210m2 Clean AirRadiant &
Convection
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Kent products are distributed by:

Aber Holdings Ltd T/A Aber Living, 17 Mainstreet Place, Te Rapa, Hamilton 3200

Free Phone: 0800 161 161  |  www.aberliving.co.nz


